
lipLEDs™   
Manufactured in the U.S.A.

1
MADE IN U.S.A.

lipLEDs series is a field cuttable system 
designed with long life, energy efficient 
LEDs that result in low maintenance 
installations. The low profile system 
is perfect for small niches, shelves, or 
cornices. lipLEDs creates a warm, pleasant 
environment in restaurant interiors office 
buildings, retails and other venues.

lipLEDs
MUD-IN PRODUCTS

DRY, DAMP, or WET 
LOCATION
UL2108, CSA C22.2#9
UL8750, CSA250

L70 LED LIFE
Up to 60,000 hrs.

EFFICACY
95 Lumens Per Watt

DIMMING
Forward/Reverse Phase
0-10V, Lutron, DMX, DALI

CRI > 95
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lipLEDs CONTENTS

86 10
4

LLED8000-MI
• Small Profile
• Direct View
• Wall/Ceiling Mud-In
• Line of Light

LLED8000-EMI
• Small Profile
• Ceiling/Floor  

Perimeter Mud-In
• Line of Light

LLED8000-CMI
• Small Profile
• Edge Mud-In
• Line of Light

LLED8000-LDS
• Small Profile
• Cove Mud-In
• Line of Light
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16
12 1814 LLED8000-SMI

• Slim Profile
• Perimeter Mud-In
• Line of Light

LLED8000-RMI
• Small Profile
• Cove Mud-In
• Line of Light

LLED8000-WMI
• Small Profile
• Concealed LED
• Mud-In
• Line of Light

LLED8000-MW
• Small Profile
• Wall Mud-In
• Line of Light
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LLED8000-CMI
The new LLED8000-CMI is impeccably integrated 

into the outer edge of two perpendicular surfaces, 

allowing architects, lighting designers, and interior 

designers to create a distinguished look with an 

inviting atmosphere.

Edge Mud-In Lighting
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.97”
1.78”

.74”

.31”
.61”

SPECIFICATION GUIDE

SERIES LENS WATTS PER FOOT DIMMING CCT LED LISTING FINISH FIXTURE 
LENGTH

LLED8000-CMI 50% Semi-Frosted 
Lens (SF)

1.5 Watts (1.5W) Forward/Reverse Phase (PH) 2400K (2.4K) Indoor
(DRY)

Natural Silver*1 (NA) Specify 
Length in 
Feet & Inches
Example: 7’8”

2.5 Watts (2.5W) 0-10V: 100% - 1% (10V) 2700K (2.7K) Polished (PA)

100% Frosted Lens:
Line of Light (F)

3.6 Watts (3.6W) Hi-Lume 1% 2 Wire*2 (LTEA) 3000K (3.0K) Outdoor
(DAMP)

White (WH)

4.5 Watts (4.5W) Hi-Lume 1% 3 Wire*3 (L3DA) 3500K (3.5K) Satin/Silver (SA)

5.5 Watts (5.5W) Hi-Lume Premier 0.1% JA8*4 (L3D0) 4000K (4.0K) Black (BK)

6.5 Watts (6.5W) JA8 0-10V (JA8-10V) 4500K (4.5K)

To calculate Lumens per Foot, 
multiply Efficacy by Wattage. 
Example: 
2.5W x 100 Lm/W =          
250 Lm/Ft

JA8 Hi-Lume 1% 2 Wire (JA8-LTEA) Amber*7 (A)

DMX-512*5 (DMX) Red*7 (R)

DALI*6 (DALI) Green*7 (G)
Leave Blank for Non-Dimming Blue*7 (B)

*1   Standard Finish: Natural Silver if left blank
*2  (LTEA) 40 watt max Hi-Lume 1% LTEA2W #LTEA4U1UKL-CV240
*3  (L3DA) 40 watt max Hi-Lume 1% L3DA3W #L3DA4U1UKL-CV240
*4  (L3D0) 96 watt max Hi-Lume Premier 0.1% JA8 #L3D0-96W24V-U
*5  Consult third party DMX commissioner to modify at time of installation.
*6  DALI commissioning to be performed by a third party. CALI does not provide DALI commissioning.
*7  Amber, Red, Green, and Blue LEDs only available in 2.5W and 5.5W

LLED8000-CMI - Edge Mud-In Lighting

LLED8000-CMI - Edge Mud-In Lighting
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LLED8000-EMI
LLED8000-EMI is impeccably integrated into

the ceiling or floor perimeter allowing architects, lighting 

designers and interior designers to create a refined look.

Perimeter Mud-In Lighting
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.56”

1.04”

1.80”

1.26”
1.97”

LLED8000-EMI - Ceiling Mud-In

LLED8000-EMI - Floor Mud-In

SPECIFICATION GUIDE

SERIES LENS WATTS PER FOOT DIMMING CCT LED LISTING FINISH FIXTURE 
LENGTH

LLED8000-EMI 50% Semi-Frosted 
Lens (SF)

1.5 Watts (1.5W) Forward/Reverse Phase (PH) 2400K (2.4K) Indoor
(DRY)

Natural Silver*1 (NA) Specify 
Length in 
Feet & Inches
Example: 7’8”

2.5 Watts (2.5W) 0-10V: 100% - 1% (10V) 2700K (2.7K) Polished (PA)

100% Frosted Lens:
Line of Light (F)

3.6 Watts (3.6W) Hi-Lume 1% 2 Wire*2 (LTEA) 3000K (3.0K) Outdoor
(DAMP)

White (WH)

4.5 Watts (4.5W) Hi-Lume 1% 3 Wire*3 (L3DA) 3500K (3.5K) Satin/Silver (SA)

5.5 Watts (5.5W) Hi-Lume Premier 0.1% JA8*4 (L3D0) 4000K (4.0K) Black (BK)

6.5 Watts (6.5W) JA8 0-10V (JA8-10V) 4500K (4.5K)

To calculate Lumens per Foot, 
multiply Efficacy by Wattage. 
Example: 
2.5W x 100 Lm/W =          
250 Lm/Ft

JA8 Hi-Lume 1% 2 Wire (JA8-LTEA) Amber*7 (A)

DMX-512*5 (DMX) Red*7 (R)

DALI*6 (DALI) Green*7 (G)
Leave Blank for Non-Dimming Blue*7 (B)

*1   Standard Finish: Natural Silver if left blank
*2  (LTEA) 40 watt max Hi-Lume 1% LTEA2W #LTEA4U1UKL-CV240
*3  (L3DA) 40 watt max Hi-Lume 1% L3DA3W #L3DA4U1UKL-CV240
*4  (L3D0) 96 watt max Hi-Lume Premier 0.1% JA8 #L3D0-96W24V-U
*5  Consult third party DMX commissioner to modify at time of installation.
*6  DALI commissioning to be performed by a third party. CALI does not provide DALI commissioning.
*7  Amber, Red, Green, and Blue LEDs only available in 2.5W and 5.5W
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LLED8000-MI

California Accent Lighting, Inc. 
Anaheim , CA

LLED8000-MI is impeccably integrated into

the wall allowing architects, lighting designers

and interior designers to create a refined look.

Wall Mud-In Lighting
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2.75” .75”

1.60”

.73”

.60”
LLED8000-MI - Mud-In Lighting

LLED8000-MI - Mud-In LightingLLED8000-MI - Mud-In Lighting

SPECIFICATION GUIDE

SERIES LENS WATTS PER FOOT DIMMING CCT LED LISTING FINISH FIXTURE 
LENGTH

LLED8000-MI 50% Semi-Frosted 
Lens (SF)

1.5 Watts (1.5W) Forward/Reverse Phase (PH) 2400K (2.4K) Indoor
(DRY)

Natural Silver*1 (NA) Specify 
Length in 
Feet & Inches
Example: 7’8”

2.5 Watts (2.5W) 0-10V: 100% - 1% (10V) 2700K (2.7K) Polished (PA)

100% Frosted Lens:
Line of Light (F)

3.6 Watts (3.6W) Hi-Lume 1% 2 Wire*2 (LTEA) 3000K (3.0K) Outdoor
(DAMP)

White (WH)

4.5 Watts (4.5W) Hi-Lume 1% 3 Wire*3 (L3DA) 3500K (3.5K) Satin/Silver (SA)

5.5 Watts (5.5W) Hi-Lume Premier 0.1% JA8*4 (L3D0) 4000K (4.0K) Black (BK)

6.5 Watts (6.5W) JA8 0-10V (JA8-10V) 4500K (4.5K)

To calculate Lumens per Foot, 
multiply Efficacy by Wattage. 
Example: 
2.5W x 100 Lm/W =          
250 Lm/Ft

JA8 Hi-Lume 1% 2 Wire (JA8-LTEA) Amber*7 (A)

DMX-512*5 (DMX) Red*7 (R)

DALI*6 (DALI) Green*7 (G)
Leave Blank for Non-Dimming Blue*7 (B)

*1   Standard Finish: Natural Silver if left blank
*2  (LTEA) 40 watt max Hi-Lume 1% LTEA2W #LTEA4U1UKL-CV240
*3  (L3DA) 40 watt max Hi-Lume 1% L3DA3W #L3DA4U1UKL-CV240
*4  (L3D0) 96 watt max Hi-Lume Premier 0.1% JA8 #L3D0-96W24V-U
*5  Consult third party DMX commissioner to modify at time of installation.
*6  DALI commissioning to be performed by a third party. CALI does not provide DALI commissioning.
*7  Amber, Red, Green, and Blue LEDs only available in 2.5W and 5.5W
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LLED8000-LDS

LLED8000-LDS is impeccably integrated into

the ceiling allowing architects, lighting designers

and interior designers to refine their next cove design.

Cove Trimless Mud-In Lighting

California Accent Lighting, Inc.
Anaheim , CA
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0.5”

2.82”

3.34”

3.14”

0.6”

LLED8000-LDS - Edge Mud-In Lighting

LLED8000-LDS - Edge Mud-In Lighting

SPECIFICATION GUIDE

SERIES LENS WATTS PER FOOT DIMMING CCT LED LISTING FINISH FIXTURE 
LENGTH

LLED8000-LDS 50% Semi-Frosted 
Lens (SF)

1.5 Watts (1.5W) Forward/Reverse Phase (PH) 2400K (2.4K) Indoor
(DRY)

Natural Silver*1 (NA) Specify 
Length in 
Feet & Inches
Example: 7’8”

2.5 Watts (2.5W) 0-10V: 100% - 1% (10V) 2700K (2.7K) Polished (PA)

100% Frosted Lens:
Line of Light (F)

3.6 Watts (3.6W) Hi-Lume 1% 2 Wire*2 (LTEA) 3000K (3.0K) Outdoor
(DAMP)

White (WH)

4.5 Watts (4.5W) Hi-Lume 1% 3 Wire*3 (L3DA) 3500K (3.5K) Satin/Silver (SA)

5.5 Watts (5.5W) Hi-Lume Premier 0.1% JA8*4 (L3D0) 4000K (4.0K) Black (BK)

6.5 Watts (6.5W) JA8 0-10V (JA8-10V) 4500K (4.5K)

To calculate Lumens per Foot, 
multiply Efficacy by Wattage. 
Example: 
2.5W x 100 Lm/W =          
250 Lm/Ft

JA8 Hi-Lume 1% 2 Wire (JA8-LTEA) Amber*7 (A)

DMX-512*5 (DMX) Red*7 (R)

DALI*6 (DALI) Green*7 (G)
Leave Blank for Non-Dimming Blue*7 (B)

*1   Standard Finish: Natural Silver if left blank
*2  (LTEA) 40 watt max Hi-Lume 1% LTEA2W #LTEA4U1UKL-CV240
*3  (L3DA) 40 watt max Hi-Lume 1% L3DA3W #L3DA4U1UKL-CV240
*4  (L3D0) 96 watt max Hi-Lume Premier 0.1% JA8 #L3D0-96W24V-U
*5  Consult third party DMX commissioner to modify at time of installation.
*6  DALI commissioning to be performed by a third party. CALI does not provide DALI commissioning.
*7  Amber, Red, Green, and Blue LEDs only available in 2.5W and 5.5W
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LLED8000-RMI
LLED8000-RMI is impeccably integrated into

the ceiling allowing architects, lighting designers

and interior designers to refine a variety of cove designs.

Cove Trimless Mud-In Lighting

California Accent Lighting, Inc.
Anaheim , CA
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.60”

3.37”

.97”

.54”

1.69”

3.33”

4.18”
5.17”

LLED8000-RMI - Cove Mud-In Lighting

LLED8000-RMI - Cove Mud-In Lighting

SPECIFICATION GUIDE

SERIES LENS WATTS PER FOOT DIMMING CCT LED LISTING FINISH FIXTURE 
LENGTH

LLED8000-RMI 50% Semi-Frosted 
Lens (SF)

1.5 Watts (1.5W) Forward/Reverse Phase (PH) 2400K (2.4K) Indoor
(DRY)

Natural Silver*1 (NA) Specify 
Length in 
Feet & Inches
Example: 7’8”

2.5 Watts (2.5W) 0-10V: 100% - 1% (10V) 2700K (2.7K) Polished (PA)

100% Frosted Lens:
Line of Light (F)

3.6 Watts (3.6W) Hi-Lume 1% 2 Wire*2 (LTEA) 3000K (3.0K) Outdoor
(DAMP)

White (WH)

4.5 Watts (4.5W) Hi-Lume 1% 3 Wire*3 (L3DA) 3500K (3.5K) Satin/Silver (SA)

5.5 Watts (5.5W) Hi-Lume Premier 0.1% JA8*4 (L3D0) 4000K (4.0K) Black (BK)

6.5 Watts (6.5W) JA8 0-10V (JA8-10V) 4500K (4.5K)

To calculate Lumens per Foot, 
multiply Efficacy by Wattage. 
Example: 
2.5W x 100 Lm/W =          
250 Lm/Ft

JA8 Hi-Lume 1% 2 Wire (JA8-LTEA) Amber*7 (A)

DMX-512*5 (DMX) Red*7 (R)

DALI*6 (DALI) Green*7 (G)
Leave Blank for Non-Dimming Blue*7 (B)

*1   Standard Finish: Natural Silver if left blank
*2  (LTEA) 40 watt max Hi-Lume 1% LTEA2W #LTEA4U1UKL-CV240
*3  (L3DA) 40 watt max Hi-Lume 1% L3DA3W #L3DA4U1UKL-CV240
*4  (L3D0) 96 watt max Hi-Lume Premier 0.1% JA8 #L3D0-96W24V-U
*5  Consult third party DMX commissioner to modify at time of installation.
*6  DALI commissioning to be performed by a third party. CALI does not provide DALI commissioning.
*7  Amber, Red, Green, and Blue LEDs only available in 2.5W and 5.5W



lipLEDs™   14 RE
V.

 1
1.2

5.
20

   CALILIGHTING.COM   |   (800) 921-CALI   |   CALIFORNIA ACCENT LIGHTING, INC.

LLED8000-MW
LLED8000-MW is impeccably integrated into

the wall of hallways creating a beautiful line of line, allowing 

architects, lighting designers, and interior designers to refine a 

variety of spaces.

Wall Mud-In Lighting



lipLEDs™   15RE
V.

 1
1.2

5.
20

CALIFORNIA ACCENT LIGHTING, INC.   |   (800) 921-CALI   |   CALILIGHTING.COM

2.0”4.15” 3.68”

.60”

.73”

0.5”

SPECIFICATION GUIDE

SERIES LENS WATTS PER FOOT DIMMING CCT LED LISTING FINISH FIXTURE 
LENGTH

LLED8000-MW 50% Semi-Frosted 
Lens (SF)

1.5 Watts (1.5W) Forward/Reverse Phase (PH) 2400K (2.4K) Indoor
(DRY)

Natural Silver*1 (NA) Specify 
Length in 
Feet & Inches
Example: 7’8”

2.5 Watts (2.5W) 0-10V: 100% - 1% (10V) 2700K (2.7K) Polished (PA)

100% Frosted Lens:
Line of Light (F)

3.6 Watts (3.6W) Hi-Lume 1% 2 Wire*2 (LTEA) 3000K (3.0K) Outdoor
(DAMP)

White (WH)

4.5 Watts (4.5W) Hi-Lume 1% 3 Wire*3 (L3DA) 3500K (3.5K) Satin/Silver (SA)

5.5 Watts (5.5W) Hi-Lume Premier 0.1% JA8*4 (L3D0) 4000K (4.0K) Black (BK)

6.5 Watts (6.5W) JA8 0-10V (JA8-10V) 4500K (4.5K)

To calculate Lumens per Foot, 
multiply Efficacy by Wattage. 
Example: 
2.5W x 100 Lm/W =          
250 Lm/Ft

JA8 Hi-Lume 1% 2 Wire (JA8-LTEA) Amber*7 (A)

DMX-512*5 (DMX) Red*7 (R)

DALI*6 (DALI) Green*7 (G)
Leave Blank for Non-Dimming Blue*7 (B)

*1   Standard Finish: Natural Silver if left blank
*2  (LTEA) 40 watt max Hi-Lume 1% LTEA2W #LTEA4U1UKL-CV240
*3  (L3DA) 40 watt max Hi-Lume 1% L3DA3W #L3DA4U1UKL-CV240
*4  (L3D0) 96 watt max Hi-Lume Premier 0.1% JA8 #L3D0-96W24V-U
*5  Consult third party DMX commissioner to modify at time of installation.
*6  DALI commissioning to be performed by a third party. CALI does not provide DALI commissioning.
*7  Amber, Red, Green, and Blue LEDs only available in 2.5W and 5.5W
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LLED8000-SMI
LLED8000-SMI is impeccably integrated into the perimeter of 

ceiling to wall, or wall to floor continuous runs. LLED8000-SMI 

has a one-sided flange arm for mud-in flexibility in areas that 

cannot be mud-in on both ends.

Perimeter Mud-In Lighting
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1.85”
0.79”

0.86”

0.86” 0.62”

SPECIFICATION GUIDE

SERIES LENS WATTS PER FOOT DIMMING CCT LED LISTING FINISH FIXTURE 
LENGTH

LLED8000-SMI 50% Semi-Frosted 
Lens (SF)

1.5 Watts (1.5W) Forward/Reverse Phase (PH) 2400K (2.4K) Indoor
(DRY)

Natural Silver*1 (NA) Specify 
Length in 
Feet & Inches
Example: 7’8”

2.5 Watts (2.5W) 0-10V: 100% - 1% (10V) 2700K (2.7K) Polished (PA)

100% Frosted Lens:
Line of Light (F)

3.6 Watts (3.6W) Hi-Lume 1% 2 Wire*2 (LTEA) 3000K (3.0K) Outdoor
(DAMP)

White (WH)

4.5 Watts (4.5W) Hi-Lume 1% 3 Wire*3 (L3DA) 3500K (3.5K) Satin/Silver (SA)

5.5 Watts (5.5W) Hi-Lume Premier 0.1% JA8*4 (L3D0) 4000K (4.0K) Black (BK)

6.5 Watts (6.5W) JA8 0-10V (JA8-10V) 4500K (4.5K)

To calculate Lumens per Foot, 
multiply Efficacy by Wattage. 
Example: 
2.5W x 100 Lm/W =          
250 Lm/Ft

JA8 Hi-Lume 1% 2 Wire (JA8-LTEA) Amber*7 (A)

DMX-512*5 (DMX) Red*7 (R)

DALI*6 (DALI) Green*7 (G)
Leave Blank for Non-Dimming Blue*7 (B)

*1   Standard Finish: Natural Silver if left blank
*2  (LTEA) 40 watt max Hi-Lume 1% LTEA2W #LTEA4U1UKL-CV240
*3  (L3DA) 40 watt max Hi-Lume 1% L3DA3W #L3DA4U1UKL-CV240
*4  (L3D0) 96 watt max Hi-Lume Premier 0.1% JA8 #L3D0-96W24V-U
*5  Consult third party DMX commissioner to modify at time of installation.
*6  DALI commissioning to be performed by a third party. CALI does not provide DALI commissioning.
*7  Amber, Red, Green, and Blue LEDs only available in 2.5W and 5.5W
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LLED8000-WMI

LLED8000-WMI is designed for wall mu-in installation with short 
runs or continuous runs. LLED8000-WMI offers factory-built 
corners that solve dark spots in corners with continuous runs.

Wall Mud-In Lighting with Concealed LED Source
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3.57” 1.63”
2.36”

.77”

.44”

.60”

.73”

Scale 2000 @ 72DPI Renderings to 10% Adjusted

SPECIFICATION GUIDE

SERIES LENS WATTS PER FOOT DIMMING CCT LED LISTING FINISH FIXTURE 
LENGTH

LLED8000-WMI 50% Semi-Frosted 
Lens (SF)

1.5 Watts (1.5W) Forward/Reverse Phase (PH) 2400K (2.4K) Indoor
(DRY)

Natural Silver*1 (NA) Specify 
Length in 
Feet & Inches
Example: 7’8”

2.5 Watts (2.5W) 0-10V: 100% - 1% (10V) 2700K (2.7K) Polished (PA)

100% Frosted Lens:
Line of Light (F)

3.6 Watts (3.6W) Hi-Lume 1% 2 Wire*2 (LTEA) 3000K (3.0K) Outdoor
(DAMP)

White (WH)

4.5 Watts (4.5W) Hi-Lume 1% 3 Wire*3 (L3DA) 3500K (3.5K) Satin/Silver (SA)

5.5 Watts (5.5W) Hi-Lume Premier 0.1% JA8*4 (L3D0) 4000K (4.0K) Black (BK)

6.5 Watts (6.5W) JA8 0-10V (JA8-10V) 4500K (4.5K)

To calculate Lumens per Foot, 
multiply Efficacy by Wattage. 
Example: 
2.5W x 100 Lm/W =          
250 Lm/Ft

JA8 Hi-Lume 1% 2 Wire (JA8-LTEA) Amber*7 (A)

DMX-512*5 (DMX) Red*7 (R)

DALI*6 (DALI) Green*7 (G)
Leave Blank for Non-Dimming Blue*7 (B)

*1   Standard Finish: Natural Silver if left blank
*2  (LTEA) 40 watt max Hi-Lume 1% LTEA2W #LTEA4U1UKL-CV240
*3  (L3DA) 40 watt max Hi-Lume 1% L3DA3W #L3DA4U1UKL-CV240
*4  (L3D0) 96 watt max Hi-Lume Premier 0.1% JA8 #L3D0-96W24V-U
*5  Consult third party DMX commissioner to modify at time of installation.
*6  DALI commissioning to be performed by a third party. CALI does not provide DALI commissioning.
*7  Amber, Red, Green, and Blue LEDs only available in 2.5W and 5.5W
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